








Repeat this procedure iteratively until the beam travels
parallel to the hole pattern of the table.

Position the Delay Line 1 Assembly at least 200 mm behind
routing mirror 2 such that the beam is centered on both
mirrors (see Figure 4.3). Using the two routing mirrors, ensure
that the beam is traveling at a constant height and parallel to
the axis of motion of the stage. The beam should hit the
center of the top mirror and be reflected from the center of
the bottom mirror. The beam exiting the delay line should
travel parallel to the incoming beam with a vertical
displacement of approximately 25 mm as show in Figure 4.4.
The exiting beam should not translate with position of the
stage.

Figure 4.3 Center the beam on
both mirrors

Figure 4.4 The beam
exiting the delay line
should travel parallel
to the incoming beam

Insert the Beamsplitter Assembly between routing mirror
2 and Delay Line 1 as shown in Figure 4.5. The center of the
beamsplitter should be approximately 100 mm from the edge
of the stage and the beam should be centered vertically
on the beamsplitter approximately 1 c¢cm from the top.
Using the tip/tilt adjustments on the Beamsplitter Assembly,
ensure that the reflected beam travels at constant height and
is completely perpendicular to the axis of motion of Delay
Line 1 as shown in Figure 4.6. Use the procedure described
above utilizing the Iris Assembly as a target.

Figure 4.6 The reflected beam
should travel at a constant height
and be perpendicular to the axis of
motion of the 1st delay line

Figure 4.5 The beamsplitter is
inserted between the 2nd routing
mirror and the 1st delay line
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Insert Delay Line 2 approximately 115 mm behind the
Beamsplitter Assembly. Using the tip/tilt adjustments on the
mirror mount, ensure that this beam travels back on itself.
After the beamsplitter, verify that the two beams
corresponding to the two arms of the autocorrelator are
displaced vertically by approximately 25 mm and are traveling
parallel to each other as well as to the table.

Insert the Focusing Assembly approximately 50 mm after the
beamsplitter. Adjust the position of the lens such that the
two beams are centered vertically and balanced horizontally.
The two beams should overlap in tight focus approximately
200 mm behind the lens. If the two beams do not overlap in
tight focus, use the tip/tilt adjustment on the Delay Line 2
mirror to overlap them.

Insert the Crystal Assembly approximately 200 mm after the
lens at the intersection of the two beams. Make sure that the
principle plane of the crystal is oriented at 90 degrees with
respect to the polarization plane of the incoming beam. Place
the dichroic filter immediately after the crystal. Using a sheet
of white paper, rotate the crystal until the second harmonic of
one of the two beams becomes visible on the paper (note the
angle). Continue rotating the crystal until the second
harmonic of the second beam becomes visible (note the
angle). The phase-matching angle for two beam second
harmonic is the half point between these two angles. Set the
crystal angle to this half point.

Scan the two delay lines until a time dependent second
harmonic signal can be observed between the two beams.
This is a delicate procedure, which may involve several
iterations of overlapping the two beams spatially in the
crystal followed by scanning the two delay lines. Once the
two beam second harmonic is found, aperture it with the Iris
Assembly such that no additional contribution from the
single beam second harmonic is passing through the iris.
Place the detector head as close to the iris as possible. Center
the second harmonic on the detector head. When completed,
the autocorrelator should resemble that shown in Figure 4.7.

Figure 4.7 Fully configured long scan autocorrelator



5. Detection, Computer Configuration and Data
Acquisition

Detection is based on Newport's 1935-C series power meter
with 918D-UV-OD3 photodiode head. The data acquisition
and analysis is accomplished through LabVIEW® based
software provided with this kit.

The following requirements are necessary to operate this
software. The processor should be at least a Pentium 4 (or
equivalent) with 512 MB of RAM. The hard drive should have
at least 50 MB of storage space available. The operating
system tested with this device is Windows XP Professional
Edition.

Install the Newport Power Meter, SMC100 User Tool and the
Autocorrelator software using the disks provided. Reboot the
computer. Connect the power meter to the computer through
the USB port located on the rear of the power meter. Connect
the motorized actuator to the SMC100CC controller. Connect
the SMCI100CC controller to the computer using the RS232
cable provided.

Make sure the detector head is attached to the power meter
and turn the power meter on. Block the beam and zero
the power meter. Unblock the beam and optimize the
power of the second harmonic using the micrometer on Delay
Line 1 and the tip/tilt adjustment on the mirror mount of
Delay Line 2. The minimum SH power requirement for the
autocorrelator to operate is 1 nanowatt. If the average power
of the second harmonic is less than 1 nanowatt, a
photomultiplier will be required.

If faster data acquisition rates are required, the analog output
of the power meter along with a fast D/A converter should be
utilized. Provided software will work for data transfer through
USB only. Connect the motorized actuator on Delay Line 2 to
the SMCI100CC Controller. Run the SMCI00 user tool
program from the Programs folder under the Start Menu.
Make sure the actuator is properly configured and then send
the actuator to the home position. The home position
corresponds to the actuator fully retracted. Now command
the actuator back to its original position such that the second
harmonic signal is again optimized on the detector; note this
offset value. Close the SMC100 user tool program.

Open the Autocorrelator software. The Configuration tab
(Figure 5.1) will open upon initialization. Test the
communication between the software, power meter and
controller by the following steps.

Figure 5.1 Configuration tab of Long Scan Autocorrelator

The USB address will default to 1. Press the Test USB (Power
Meter) button. If communication between the devices is
working properly, the indicator will turn green and the USB
Response will display the firmware version of the power
meter (as shown). If this is not the case, check that the power
meter is powered on, and the cabling and connections are
properly seated. Also check to see whether the USB Address
should be set to a different value for your computer.

The default VISA Resource address is COMI. Press the Test
VISA (SMCI100CC) button to check communication between
the software and controller. Once again, successful
communication between the two will return a green indicator
as well as the firmware version in the VISA Response display
box (as shown). Troubleshoot a failure to successfully
communicate in the same manner as for the power meter.

The Data Folder Path is also displayed on the Configuration
tab. Change the default directory by clicking the folder
iconl/ 7. Select or create the folder and then press the Select
Folder button. (Figure 5.2)
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Figure 5.2 Selecting the Data Folder Path

The Velocity and Acceleration adjustments are also on the
Configuration tab. These settings will default to maxima, but
can be adjusted as necessary.

Once the Configuration parameters are properly defined, click
on the Main tab of the Autocorrelator software. (Figure 5.3)
Recall the stage offset value determined with the SMCI100
User Tool software where the second harmonic signal was
optimized. Enter this value into the Home (mm) control box
and press the button beside it to define the center of stage
travel around this offset.

Enter the Total Delay (fs) value in femtoseconds. The default
value is 1000 fs. The stage will travel back and forth
symmetrically over this range in a forward and reverse scan.
If the second harmonic is optimized at the center of the 25
mm actuator travel, the total delay can be more than 160 ps.
When the second harmonic signal is optimized off center of
travel, the total delay possible will be reduced accordingly.

Press the Start Test button to begin an autocorrelation
scan.

Figure 5.3 shows a sample autocorrelation trace centered
around 19.3 mm from the stage home position with a total
delay of 500 fs. The full width at half maximum (FWHM)
values for the Forward and Reverse autocorrelation traces are
reported in fs with the conversion ratios applied based on a
Gaussian pulse. The slight offset in the forward and reverse
traces is typical and has no effect on the autocorrelation
measurement.

The PM Averages control box allows for averaging of multiple
power meter readings at each point in the scan.

The Continuous Loop check box allows for continuous
scanning of autocorrelation traces. The Save Data check box
is selected prior to a single or continuous scan if the
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autocorrelation data is to be saved. The output is then saved
as an ASCII formatted text file at the completion of a single
run or after selecting the Stop Test button when Continuous
Loop has been selected. This data can be imported to any
data analysis software.

There are two other indicator boxes, Current Power and
Current Position (mm). These update to show current power
meter readings and stage position data throughout the scan.

Autocorremsor Masn 2.0 0.0,v

Figure 5.3 Main tab of Long Scan Autocorrelator

Figure 5.4 shows the result of a long scan autocorrelation
measurement performed on a

Spectra-Physics Spitfire® Pro Ti: Sapphire amplifier at
Newport's Technology and Applications Center. Contrast
ratio of 7000:1 is demonstrated throughout the entire
scanning range of the autocorrelator.
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Figure 5.4 Long scan autocorrelation data collected on the Spitfire® Pro amplifier.
A contrast ratio better than 7000:1 is demonstrated.



A Status Log tab (Figure 5.5) displays various current and
past events including initialization, communication
confirmation, and any errors. Error messages will offer
standard choices to either Continue or Abort. (Figure 5.6)
The status log can be cleared at any time using the Clear
Status button. The log can be saved by pressing the Save
Status button.

Aulpcor relelor Main 7.0.0,0.¥)

[l Ein Qpeish Tsvk Wadem Eop

Figure 5.5 Status Log tab of Long Scan Autocorrelator
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Figure 5.6 Sample Error Message

Exit the program by pressing the Quit button
from any screen.

You will be given the option of saving the current
configuration. This allows for faster setup of subsequent
autocorrelations if your input parameters will be the same.
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